
Non-contacting displacement sensors / 

berührungslose Wegsensoren  IN
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a) Standard installation of non-contacting sensors IN

Sensor installation Junction boxCable protection
Sensor holder AC-101

Fitting AC-2301/4/40/2/1

M14 x 1 – M16 x 1.5

AC-2104/0 – M16 x 1.5Steel conduit AC-2201/16

Conduit fitting AC-2202/16

Signal cable
AC-112 – 4 x 0.5 mm2

double-shielded
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b) Standard installation of non-contacting sensors IN

MSI 03 - Version 1.02
01-2004

Sensor installation Junction boxCable protection
Terminal head AC-104

with                 AC-323

Sensor holder AC-101

AC-2104/0 – M16 x 1.5Steel conduit AC-2201/16

Conduit fitting AC-2202/16

Signal cable
AC-112 – 4 x 0.5 mm2

double-shielded



c) Standard installation of non-contacting sensors IN
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01-2004

Sensor installation Junction boxCable protection
Terminal head AC-104

with                 AC-323

Sensor holder AC-105

AC-2104/0 – M16 x 1.5Steel conduit AC-2201/16

Conduit fitting AC-2202/16

Signal cable
AC-112 – 4 x 0.5 mm2

double-shielded



d) Standard installation of non-contacting sensors IN
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Sensor installation Junction boxCable protection
Sensor holder  AC-105

Fitting AC-2301/4/40/2/1

AC-2104/0 – M16 x 1.5Steel conduit AC-2201/16

Conduit fitting AC-2202/16

Signal cable
AC-112 – 4 x 0.5 mm2

double-shielded


